JPL

FLOORS

4

WOODLINE 2B
Luxury Vinyl Tile

Creating Life On The Floor You walk On!



JPL-201B canyon beige JPL-203B pearl gray
JPL-204B dark lava JPL-205B natural elm JPL-206B golden oak

JPL-207B cottage oak JPL-208B kingbridge oak



JPL-211B vintage chestnut JPL-212B drift elm

JPL-213B ash grey JPL-214B bitternut JPL-215B urban brown

JPL-216B urban black limed JPL-218B grey limed




JPL-219B natural spice JPL-220B mocha

JPL-222B grey pecan JPL-223B soft grey JPL-224B gingko wood




DATA SHEET

JPL Floors™ luxury vinyl tile meets the below requirement :-

Available Sizes
Available Thickness

Custom-Made Sizes / Thickness

Custom-Made Colour

Woodline 2B Luxury Vinyl Tile

3"x 36" /4" x 36" /6" x 36"/

7.2" x 48" /9" x 48"

2.0mm / 2.5mm / 3.0mm / 4.2mm
Please contact our sales personnel for
more info

Please contact our sales personnel for
more info

36sq ft per box for all size and

Fre g thickness
Colours 20
CLASSIFICATION

EN 13501-1 Bfl-s1
Fire Rating

ASTM E648-08 Class 1
Toxic Fumes EN BS 6853:1999 Passed

Smoke Density

ASTM E662-06

Passed requirement of 450 or less

PERFORMANCE

SGBC SGBP 4072 Very Good
Heat Stability ASTM F1514 Passed
Light Stability ASTM F1515 Passed
Flexibility ASTM F137-03 Passed
Coefficient of Friction (COF) ASTM C1028-96 Passed

Impact Insulation Class
Anti-Bacteria Resistance

ASTM E989-06

AIlIC 6 (less than 3dB)

(Staphylococcus aureus / E. Coli) ISO 846:1997 Does not promote bacteria growth
TVOC ISO 16000 Passed
Formaldehyde Emission ASTM D5116 Passed
5% Acetic Acid No Change
5% Ammonia No Change
5% Hydrochloric Acid No Change
70% Isopropyl Alcohol No Change
5% Phenol No Change
Chemical Resistance 5% Sodium Hydroxide No Change
ASTM F925-02 (24 hrs) Bleach No Change
Gasoline No Change
Kerosene No Change
Mineral Oil No Change
Olive Qil No Change

Suflfuric Acid No Change
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